
 

 
Visit www.green-qube.com/quickqube  for more info 

 

Quick-Qube Expansion Bars 
 

The Quick-Qube tents have a unique frame which allows you to put up your tent up in 
minutes, as well as creating a stronger, more robust and long lasting environment. 

When you first set up your Quick-Qube you may find that the tent sides’ bow in with the negative pressure from your fans. 
Our Expansion Bars provide a multi-option, simple solution whilst your plants grow to a size whereby the suction stops. 

 
 

 

Expansion Packs: Components 
EXPANSION 

PACK 
FOR QUICK-QUBE TENT: CORNER 

BRACKETS 
T BAR 

CONNECTORS 
EXPANSION BARS 

1m QQ200 4 4 8 x H1 
4 x V1 
4 x V2 

1.2m QQ240 4 4 8 x H2 
4 x V1 
4 x V2 

1.5m QQ300 4 4 8 x H3 
4 x V1 
4 x V2 

 QQ1530 4 2 6 x H3 
2 x V1 
2 x V2 

 

For Extra Stability 
 

 

1. Start with the tent fully erected – legs extended up 
with the outer shell on. 
 
 

2. Begin with one side of the tent: Connect two 
Expansion Bars together using a T Bar Connector to 
join them in the centre. 
 

Figure 1 

You have two options with your Expansion Bar Kit: 
    Extra Stability: Use the horizontal expansion bars only OR Advanced Stability: Use the horizontal and vertical bars 
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3. Connect a Corner Bracket piece to each end of the joined Expansion Bars.  

 

4. Then slot both Corner Brackets onto the Quick-Qube frame legs.   

You can do this at the base of the frame (Figure 1) OR to the mid-
point of the frame, sitting above the plastic middle Leg Brackets 
(Figure 2). 

 

5. Follow the above for other sides of the tent. For the QQ1530 follow 
the above for the other 3m side of the tent.  Then insert a single H3 Expansion Bar into the each of 
the Corner Brackets for the 1.5m sides of the tent.  Your Horizontal Expansion Bars are now fitted! 

 
 

 

For Advanced Stability 
 

 

1. Follow steps 1 – 4 above.   
 

Remember you have the option of positioning the Expansion Bars either at the mid-point of the frame, 
sitting above the plastic middle Leg Brackets (Figure 2) OR at the base of the frame (Figure 3) . 

 

2. Now you can add your Vertical Expansion Bars. 
 
 

a. If you have your Horizontal Expansion Bars at the 
midway point of your tent (Figure 2), locate the 4 
x V1 bars. Then insert one end into the lower 
central joint on the frame (circular slot) and click 
the other end into the T Bar Connector. Repeat for 
each side of your tent.  

 

 

b. If you have your Horizontal Expansion Bars on the 
floor of your tent (Figure 3), connect a V1 
Expansion Bar with a V2 Expansion Bar.  Then 
insert one end into the lower central joint on the 
frame (circular slot) and click the other end into 
the T Bar Connector.   
 
For the QQ1530: Only add the Vertical Expansion Bars to 
the 2 x 3m sides. 
 

3. Next work your way around the frame, following the above and connecting one side at a time. 

 
FOR MORE DETAILED INSTRUCTIONS & ASSEMBLY VIDEOS visit:  www.green-qube.com/quickqube 
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